Annex 1(Update to May 21, 2026)：
	Flag Administration
	Application
	Flag Notice and special requirement

	Antigua and Barbuda
	√
	SOLAS Circular No.2025-004
1.Appliances with SWL < 1,000 kg installed before 1 January 2026 may continue in service, provided they are properly maintained and documented through the vessel’s Planned Maintenance System (PMS) within the Safety Management System (SMS). Specifically: ①Load testing and thorough examination should be carried out, and the SWL permanently marked, with documentary evidence provided no later than the first Cargo Ship Safety Construction renewal survey on or after 1 January2026.②Existing certificates issued under another international instrument acceptable to the Administration, such as ILO C.152, may be maintained until their expiration.③For appliances where SWL or design information is undocumented (e.g.,
manufacturer no longer exists), the test load shall be based on the SWL nominated by the company (Owner or Management Company)(MSC.1/Circ.1663, 3.2.1.6)④Shipowners must ensure that maintenance records, inspections, and any
repairs are current and readily available for review by ADOMS surveyors, Recognised Organisations (ROs), or Port State Control (PSC) authorities.
2.Appliances with SWL < 1,000 kg installed on or after 1 January 2026 must fully comply with SOLAS II-1/3-13 and MSC.1/Circ.1663, including: 1. Design approval where applicable 2. Load testing and thorough examination3. Certification4. Documentation and marking

	Australia
	√
	Flag Email CCS NO.AMSA26005, the requirements applicable to lifting appliances with a SWL below 1,000 kg are the same as those applicable to lifting appliances with a SWL of 1,000 kg or greater.

	Bahamas
	※
	Marine notice 108，comply with the Bahamas Regulations only.

	Barbados
	X
	Bulletin 050 Reg.4.3, lifting appliances shall be permanently marked and provided with documentary evidence for the SWL.

	China
	※
	<Technology Regulation of Statutory Survey for Sea-going Ship of International Voyage>

	Cook Islands
	X
	MCI Circular 339/2026 Reg.3, Nevertheless, procedures for maintenance, inspection and operational testing, 
including record keeping for lifting appliances with a SWL of less than 1,000 kg are to be duly established 
and maintained in the vessel’s onboard Safety Management System (SMS) 

	Cypus
	X
	Circular 27/2025, ①New equipment installed on or after 1 January 2026 shall be load tested and certified by the manufacturer.
②The company shall carry out a risk assessment and incorporate it into the Safety Management System (SMS).
③Voluntary compliance with the relevant SOLAS requirements is encouraged.

	Georgia
	√
	№ 7/CIRC/FSI

	Germany
	X
	02/2025 (ISM) Lifting Appliances,the shipowner may deviate and apply the national regime according to the Industrial Safety Ordinance (Betriebssicherheitsverordnung, BetrSichV)which includes following minimum requirements:①Regular inspections shall be carried out by a qualified person at intervals not exceeding 12 months.②A qualified person may be a member of the crew, provided that their training, experience, recent professional activity, and knowledge of the company’s procedures are sufficient.③The type, scope and interval of inspections, as well as the qualification requirements for the qualified person, shall be based on the company’s risk assessment, taking into account the manufacturer’s instructions and applicable standards.④Lifting appliances shall be permanently marked with the safe working load (SWL).

	Greece
	X
	2070.0/30712/2026 part A, ①They shall bear clearly visible permanent marking and supporting documentation indicating the Safe Working Load (SWL), as well as a test certificate issued by the manufacturer prior to their installation on board the ship②At a minimum, the manufacturer’s instructions and requirements regarding inspection and maintenance shall be followed③The ship management company shall incorporate into the Safety Management System (SMS) procedures for inspection, maintenance, and crew training/familiarisation regarding the inspection, maintenance, and use of the lifting appliances in question.

	Guinea-Bissau
	※
	Marine Notice Nr. 02/2026 Reg.12.1, the Administration may determine a limited 
application as per SOLAS Regulation II-1/3-13.1.3
but rules not specified.

	Hong Kong
	X
	Flag Email CCS NO.HKMD26009, but advise to double check with HKMD before sailing to Australia.

	Kiribati
	X
	Flag Email CCS NO.KSR26015,①The SWL shall be clearly marked on the lifting appliance.②Inspection, maintenance, and operational testing shall be carried out in accordance with the manufacturer’s recommendations, industry standards, or RO requirements.③Records of inspection, maintenance, testing, and any defects shall be kept on board.④Any unsafe or defective lifting appliance shall be taken out of service, clearly marked “not to be used”, and recorded accordingly.⑤Associated loose gear shall be properly identified, inspected, maintained, and used safely.

	Liberia
	X
	[bookmark: _GoBack]Marine Notice SAF-020 Rev. 10/25, ①With regard to lifting appliances with a safe working load below 1,000 kg installed on or after 1 January 2026, these shall be load tested and thoroughly examined by the manufacturer, shipbuilder or commissioning contractor after installation onboard and provided with a certificate of test.②For all lifting appliances with a safe working load below 1,000 kg, shipowners and operators should assess their usage and associated risks and incorporate procedures for inspection and maintenance into the shipboard Safety Management System (SMS).

	Luxembourg
	X
	Circular CAM 08/2025, Lifting appliances with an SWL below 1000kg fall outside the mandatory scope of approval, survey, and certification requirements contained in paragraphs 2.1 and 2.4 of the Regulation. Nevertheless, ship owners and operators are encouraged to apply these requirements on a voluntary basis.①Each appliance must be permanently and legibly marked with its SWL and documentary evidence of the SWL shall be retained on board.②Ship owners and operators should assess the appliances’ usage and associated risks, and incorporate procedures for inspection, maintenance, and training/familiarization within the Safety Management System (SMS).

	Malaysia
	X
	Flag Email CCS NO.MMD26004, The Administration has determined that the specific provisions of SOLAS Regulation II-1/3-13.1.3 (paragraphs 2.1 and 2.4) do not apply to lifting appliances with SWL below 1,000 kg. The RO should ensure that lifting appliances installed on board of vessel subjected to the provisions under the Merchant Shipping Ordinance 1952, Port (Safety of Workers) Rules 1985 Part IV, surveyed and certified in accordance with the above requirements.

	Malta
	X
	Technical Notice SLS. 40,  procedures for maintenance, inspection and operational testing, including record keeping for all non-permanently fixed/installed loose gear and lifting appliances with a SWL of less than 1,000 kg are to be duly established and maintained in the vessel’s onboard SMS, taking into account the relevant IMO Guidelines.

	Marshall Islands
	X
	Marine Notice No. 2-011-62, the Administrator does not require lifting appliances with a safe working load (SWL) below 1000kg to comply with the SOLAS Regulation II-1/3-13.2 provisions for design, construction and installation. Certification of any lifting appliance below 1000kg in accordance with any Class Rules is voluntary.

	Panama
	X
	PMA26076, this administration considers that lifting appliances with a SWL under 1000 kg may comply with SOLAS II-1/2.1 and 2.4 on a voluntary basis. This condition may change in the future; for instance, lifting appliances should be subject to at least a thorough examination every 5 years or at least one load test every 15 years.

	Saint Kitts and Nevis
	√
	LR-RO-2025/01/16 Reg.1

	Saudi Arabia
	X
	Flag Email CCS NO.TGA26004, The requirements for certification and testing under the new SOLAS regulation are NOT APPLICABLE to lifting appliances with a Safe Working Load (SWL) below 1,000 kg (whether installed before or after 01 January 2026). But①The equipment must be permanently marked with its SWL.②Documentary evidence of the SWL must be maintained onboard.③Shipowners and operators must conduct a risk assessment for the usage of such equipment and incorporate specific procedures for inspection, maintenance, and crew training into the ship’s Safety Management System (SMS).

	Singapore
	X
	Flag Email CCS NO.MPA25038, All lifting appliances with a SWL of below 1000kg used on board SRS shall be addressed through the related conditions in relation to the ISM Code (Element 10-Maintenance of the Ship and Equipment)and MLC(Title 4,Regulation 4.3-Health and Safety Protection and accident Prevention)

	St. Vincent and the Grenadines
	X
	SVG25010 Reg.4 and 6,①All lifting appliances and associated loose gear must be permanently marked with their Safe Working Load (SWL) and supported by documentary evidence. In addition:
·New installations (installed on/after 1 January 2026): Maintenance, operation, inspection and testing shall be as per SOLAS II-1/3-13, para.3
·Existing installations (installed before 1 January 2026): Testing and maintenance of such appliances to be carried out under the ship’s Safety Management System (SMS) by a responsible person on board. Alternatively, full proof load testing under MSC.1/Circ.1663 is required.
②The lifting appliances with SWL < 1000 kg installed before 1 Jan 2026, not certified to an acceptable standard as reflected in this circular at the first Cargo Ship Safety Construction Renewal Survey or Passenger Ship Safety Survey after 1 Jan 2026

	Thailand
	X
	Marine Department Notification No. 270/2568 Reg.5（5）
Flag State Instruction Ref. No.: 1/2025

	Vanuatu
	X
	FLEET SAFETY LETTER 040825.GEN Reg.2, such appliances shall be permanently marked and supported with documentary evidence of their SWL.


Remark: 
√-- SWL of less than 1000 kg applicable to SOLAS II-1/3-13 Reg.2.1 and 2.4
※-- not applicable to SOLAS II-1/3-13 Reg.2.1 and 2.4 but comply with flag regulation
X-- SWL of less than 1000 kg not applicable to SOLAS II-1/3-13 Reg.2.1 and 2.4


