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To: Related Shipping Companies, Shipyards, Ship Design Companies, CCS

Surveyors

Notice on the Implementation of MSC.1/Circ.1428
Pilot Transfer Arrangements

The Maritime Safety Committee, at its eighty-eighth session (24 November to 3
December 2010), approved amendments to SOLAS regulation /23 which, inter alia,
include amendments to the Required Boarding Arrangements for Pilots (resolution
MSC.308(88)). In addition, the twenty-seventh regular session of the Assembly, in
December 2011, amended standards of Pilot transfer arrangements, and adopted
resolution A.1045(27) which superseded A.889(21). CCS issued (2012) Circ. No.32
(total N0.194) for the implementation of relevant amendments on Mar. 12, 2012.

These changes required amendments to the poster previously circulated under cover
of MSC/Circ.568/Rev.1. The Maritime Safety Committee, at its ninetieth session,
concurred with the recommendation of the fifty-seventh session of the NAV
Sub-Committee regarding required boarding arrangements for pilots and approved a
revision of the poster. The attached revised poster of MSC.1/Circ.1428 issued
incorporates the most significant changes adopted by MSC 88. Member Governments
are requested to bring the revised poster to the attention of their pilots, seafarers,
shipowners, ship operators and others concerned with pilot boarding arrangements.

Now, MSC.1/Circ.1428 and its poster are attached for relevant conference.

This Technical Information is published on CCS website (www.ccs.org.cn) and is to
be forwarded by CCS branches to relevant shipping companies, shipyards, ship design
companies and CCS surveyors in relevance to their business area.

Hereby notify the above.

Attachment: MSC.1/Circ.1428 (total 2 pages)

Please contact Ship Business Operation Dept. of the Headquarters in case of any
unclarity during the implementation of this Technical Information.

Tel: (010) 58112288 Fax: (010) 58112842 E-mail: so@ccs.org.cn



mailto:so@ccs.org.cn

/ \% INTERNATIONAL I
\V\,\@ Pl MARITIME
N\

= ORGANIZATION

4 ALBERT EMBANKMENT
LONDON SE1 7SR
Telephone: +44 (0)20 7735 7611 Fax: +44 (0)20 7587 3210

MSC.1/Circ.1428

28 May 2012
PILOT TRANSFER ARRANGEMENTS
Required boarding arrangements for pilots
1 The Maritime Safety Committee, at its eighty-eighth session (24 November

to 3 December 2010), approved amendments to SOLAS regulation V/23 which, inter alia, include
amendments to the Required Boarding Arrangements for Pilots (resolution MSC.308(88)).
In addition, the twenty-seventh regular session of the Assembly, in December 2011, adopted
resolution A.1045(27) on Pilot transfer arrangements.

2 These changes required amendments to the poster previously circulated under cover of
MSC/Circ.568/Rev.1. The attached revised poster incorporates the most significant changes
adopted by MSC 88.

3 The Maritime Safety Committee, at its ninetieth session (16 to 25 May 2012), concurred
with the recommendation of the fifty-seventh session of the NAV Sub-Committee regarding
Required boarding arrangements for pilots (6 to 10 June 2011) and approved a revision of the
poster.

4 Member Governments are requested to bring the revised poster to the attention of their

pilots, seafarers, shipowners, ship operators and others concerned with pilot boarding
arrangements.
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MSC.1/Circ.1428
Annex, page 1

MAN-ROPES

{without knots)

Min. Dlom 28mm ——»;

Max, Diam, 32mm

IF REQUIRED

BY THE PILOT SPREADER
Min. 180¢m Long

l//

SIDE ROPES _———=
Min. Diam. 18mm

MAXIMUM 9 STEPS

Between spreaders

ALL STEPS
Must rost firmly
against ship’s side

———2%— Min. 40cm

-3~ 31-35¢cm

Sth STEP
From bottem
must be a sproader

«—— 6 METRES
unobstructed *
ship's side Height
Required by Pilot

pIiLOT
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PILOT LADDER |

Must extend

at least 2 metres
above lower
platform

Ladder must be
firmly attached
to ship’s side

1.5 metres above
accommodation
platform

A pilot ladder
requires a climb
of not less than
1.5 metres and
no more than

9 metres

ACCOMMODATION
LADDER

Secured to

ship's side

Maximum
457 slope  Should lead aft

Lower
platform
horizontal

The lower

platform
shall be a

2m
. l Recommended
minimum + 9 mctres
of 5 matres T freeboard mark
rd

above the sea

<~ STERN BOW—

Accommodation
Lsdder should
be secured to
ship's side

magnetic or
pneumatic
system)

NO!

No shackles,

knots or spl-:cs<: -

NO!
The steps must be
equally spaced

NO!

The steps must be

horizontal and chacks —

under the steps must be
tightly secured

\[e]]

Shreaders must———ai

not be lashed
between steps.

) [o]]
Side ropes must
be equally spaccd

NO! -
The steps xhauld/ 5

not be painted, ———
dirty or slippery

NO!

Loops and tripping
fines present a
tripping hazard
and foul the

Pilot Launch

Lifebuoy with
self-igniting light

=

< “
Bulwark & Pilot ladder 91.5¢m

~ OBSTRUCTIONS
n.91.5¢cm

All pilot tadder winch reels should
have a means of prevention from
being accidentally operated

Minimum

Clearance g The brake and lack must be

220¢m g i operative on manually operated
g i witiches

Power winches must have an
operative safety device o lock
the winch in position.

Minimum
91.5cm

Minimum
Clearance

220cm Ship’s side doars

used for teansfer
should not apen
outward

Minimum

secured to deck
strong points






